
Are you paying too much for your 
dosing units?

Need to reduce odours without
significant capital expenditures?

Need a system that is compatible 
with your SCADA systems?

Tired of flushing your IBCs?

Need a solution tailored to your
specific site requirements?

Calix leverages a culture of innovation to provide fully customised 
services such as design expertise, engineering know-how, detail 
engineering, installation, piping and commissioning services to 
provide turnkey systems for chemical dosing of Magnesium 
Hydroxide Liquid (MHL).

•
Dosing unit solutions

CALIX SOLUTION SPEC SHEET

SIMPLE AND COST EFFECTIVE SOLUTIONS

We can help you review and optimise your
wastewater process to make sure your system is 
running smoothly and cost effectively. Our engineered 
and cost-effective solutions are tailored to meet your 
specific needs and budget. Quick to install – our 
modular dosing units can be delivered on site by truck 
and are fast to set up and connect.

Attractive cost savings

Turkey solutions

Optimise your budget

Safe / non-hazardous / corrosion free

 Eliminate odour complaints



CONTAINERISED DOSING SYSTEMS

For larger sites that require additional storage capacity, security or flexibility Calix 
can provide fully containerised dosing systems. These systems can be based on our 
standard layout and format or can be custom engineered to your requirements. 
Storage sizes can range from 600L - 4000L in a fully bunded system. For sites that 
have an external bund, single external cone botton tanks up to 12,500L can be used. 
Multiple tanks can be used to achieve the capacity requirements of the customers 
site.

STANDARD DOSING SYSTEMS

Across a wide variety of applications, Calix's standardized dosing can be deployed in 
optional configurations to suit each unique site. The units can be deployed in  public 
spaces and sites with low security, and can be fitted with external cladding  for 
aesthetic appeal and to prevent damage due to vandalism. In extreme hot or cold 
temperatures as is common with remote sites, the systems can come fitted with 
insulating panels.

ACTI-Mag is not categorised as a dangerous chemical and in most jurisdictions does 
not require bunding. However to reduce the impact of any spills customers can opt to 
have the unit in a fully bunded enclosure.

Calix's standard dosing systems are a compact, reliable solution for making 
magnesium hydroxide liquid dosing simple and easy. The systems have been refined 
and optimized as a result of years of experience working with magnesium hydroxide 
liquid in both production and application. The systems include features such as cone 
bottom tanks and peristaltic pumps for greater reliability and reduced maintenance, 
an external recirculation pump to keep the product homogeneous and a water flush 
line to keep the dosing line clear and eliminate blockages.

The system can operate in a variety of control modes based on the customers 
requirements.  These include dosing when the pump station is running, dosing based 
on daily schedule or continuously varying its dose rate based on inputs from the 
customers sites. The varying options allow the system to dose the optimal amount of 
ACTI-Mag for your needs.

The standard dosing systems are suitable for sites that don't include bunding or 
security. The systems can be easily loaded and unloaded with a forklift.

STANDARD CONNECTION REQUIREMENTS

The unit can be integrated into the  customers SCADA network through a MODBUS 
TCP or Serial connection directly into the PLC controller. The units only require a 
10amp GPO, and come with a 20m fly lead attached as standard. A water supply 
with an installed RPZ Valve with a minimum pressure of 6 bar is required for water 
flushing.

Product tank 2m3

Recirc pump

Dosing pump



The Mini is a compact dosing solution built for use 
in conjunction with product supply in 200 litres 
drums. Suitable for customers looking for a budget 
solution for sites with low wastewater flow and 
long retention times that may be experiencing H2S 
odour.

Mini

Same running equipment as the Calix dosing 
system - Flex, but without the tank. This model can 
be hooked up to any size - which makes it suitable 
for customers with different size tanks.

Skid

Self contained design for a self-bunded unit, with 
capacities up to 4,000 litres. Secure, vandal proof, 
weatherproof, easy to pick and place.

Cube

These have large external tank from 5,000 to 
12,500 litres in a single tank. Valuable pumps, 
sensors and controls, stored securely inside a 
container.

Max

WE OFFER A RANGE OF MODELS TO MEET 
DIFFERENT REQUIREMENTS

A single dosing skid with a capacity of 1,500 or 2,000 
litres. Comes in 3 different options of secondary 
containment; no bund, drip tray (~300 litres) or fully 
bunded.

Flex



We recommend using ACTI-Mag to optimise dosing 
in our units. Calix ACTI-Mag lowers chemical 
consumption and ensures easier use, handling and 
storage, thus considerably reducing costs.

ACTI-Mag also offers the following benefits:

• Odour control
• pH adjustment and alkalinity boost
• Fats, oils and greases control
• Phosphate removal
• Biochemical Oxygen Demand (BOD),  
   Chemical Oxygen Demand (COD) reduction
• Biogas management
 
Read our other solution spec sheets or 
call us today to discuss the benefits of a 
whole-of-catchment approach.

To find a Calix office or partner
near you, visit:

WWW.CALIX.GLOBAL

Lease or buy? 
We are here to help you review and 
optimise your wastewater process, and 
this comes with weighing up the options 
and assessing what's right for you. 

Our nationwide coverage through an 
established network of local distributors 
and partners means hassle free delivery, 
excellent and local customer service and 
support wherever you are located*.

*note: Services may vary from time to time subject 
to location, and services provided by the 
associated distributor.


